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A CAR must be submitted via Submitica when carrying out works on or under the road
corridor where there is any intrusion into any part of the transport network corridor such as
live traffic lanes, marked shoulder, marked medians, cycle lanes, shoulders used by cyclists,
footpaths, shared paths, bus stops or loading zones, driveway access, parking bays or
clearways and visibility at intersections or crossings.

PCBU identifies ACTIVITY in the road corridor

PCBU determines if the Works can be classified as
“No Impact Works” without the need of a TMP

YES NO
It is No Impact works | need a TMP
PCBU determines the level of risk and
appropriate controls
Complete the NO IMPACTS works . .
Acknowledgment form along with RISK asse;s?entlis tbhegggir reviewed
Taupo District Council TTM Risk internatly by

Acknowledgement Form and submit
a CAR via Submitica

Develops a TMP associated with the
RISK assessment and submit

via Submitica along with TDC TTM
Risk Acknowledgement Form

Taupo District Council reviews the CAR request along with supporting documents and
then provides (WAP) Work Access Permit and authorises to road corridor

WORKS COMMENCE

PCBU to ensure workers on road corridor have
the appropriate training and competent enough

WORKS COMPLETE

PCBU to notify Taupo District Council of works complete by Putting CAR application under warranty

Taupd District Council carries out defect and Reinstatement inspection and closes out CAR Application




